Exam Table Recondition
· Inspect every table for damage
· Completely disassemble cabinets and tops
· Clean, sanitize and inspect all parts. Any substandard parts are then either repaired or replaced

· Sand, clean and prepare all surfaces that need to be reconditioned in our environmentally friendly shop. 

· All rusty parts are processed in our in house blast booth. 

· All surfaces that need to be painted are done in our state of the art, environmentally controlled paint booth. The parts are then allowed to dry overnight before being handled. This will return all surfaces to a pristine finish

· The patient surface;
· Is striped of the old vinyl
· Any damaged wood backing is repaired or replaced
· The high density foam is repaired or replaced

· The surface is hand sewn and custom fit with MEDICAL GRADE vinyl that is tear resistant and infused with antimicrobial agents throughout the vinyl that inhibit mildew, fungal growth and microbial deterioration
· If the table is equipped with hydraulics;
· The entire hydraulic system is inspected and any damaged or worn components are either repaired or replaced
· The hydraulic pump is;
· Tested

· Rebuilt or repaired as needed
· The oil is replaced or refilled as required
· Wooden drawer fronts are repaired or replaced with hand crafted and painted oak drawer fronts

· If the table has electrical components;
· The entire electrical system is inspected and tested

· All unsafe, worn, or damaged components are repaired or replaced

· All electric motors and actuators are inspected

· The table is then re-assembled to manufactures specifications

· All labels and graphics are replaced

· A rigorous safety and function test is then completed on the finished product

· Applicable electrical safety checks are performed by a trained professional using a calibrated electrical safety analyzer. 

· Every table is backed with a one year warranty. 
